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(d) The person conducting the
preshift examination shall check the
refuge alternative for damage, the in-
tegrity of the tamper-evident seal and
the mechanisms required to deploy the
refuge alternative, and the ready avail-
ability of compressed oxygen and air.

(e) The district manager may require
the certified person to examine other
areas of the mine or examine for other
hazards during the preshift examina-
tion.

(f) Certification. At each working
place examined, the person doing the
preshift examination shall certify by
initials, date, and the time, that the
examination was made. In areas re-
quired to be examined outby a working
section, the certified person shall cer-
tify by initials, date, and the time at
enough locations to show that the en-
tire area has been examined.

(g) Recordkeeping. A record of the re-
sults of each preshift examination, in-
cluding a record of hazardous condi-
tions and their locations found by the
examiner during each examination and
of the results and locations of air and
methane measurements, shall be made
on the surface before any persons,
other than certified persons conducting
examinations required by this subpart,
enter any underground area of the
mine. The results of methane tests
shall be recorded as the percentage of
methane measured by the examiner.
The record shall be made by the cer-
tified person who made the examina-
tion or by a person designated by the
operator. If the record is made by
someone other than the examiner, the
examiner shall verify the record by ini-
tials and date by or at the end of the
shift for which the examination was
made. A record shall also be made by a
certified person of the action taken to
correct hazardous conditions found
during the preshift examination. All
preshift and corrective action records
shall be countersigned by the mine
foreman or equivalent mine official by
the end of the mine foreman’s or equiv-
alent mine official’s next regularly
scheduled working shift. The records
required by this section shall be made
in a secure book that is not susceptible
to alteration or electronically in a
computer system so as to be secure and
not susceptible to alteration.
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(h) Retention period. Records shall be
retained at a surface location at the
mine for at least 1 year and shall be
made available for inspection by au-
thorized representatives of the Sec-
retary and the representative of min-
ers.

[61 FR 9829, Mar. 11, 1996, as amended at 61
FR 55527, Oct. 25, 1996; 62 FR 35085, June 30,
1997; 64 FR 45170, Aug. 19, 1999; 73 FR 80697,
Dec. 31, 2008]

§75.361 Supplemental examination.

(a) Except for certified persons con-
ducting examinations required by this
subpart, within 3 hours before anyone
enters an area in which a preshift ex-
amination has not been made for that
shift, a certified person shall examine
the area for hazardous conditions, de-
termine whether the air is traveling in
its proper direction and at its normal
volume, and test for methane and oxy-
gen deficiency.

(b) Certification. At each working
place examined, the person making the
supplemental examination shall certify
by initials, date, and the time, that the
examination was made. In areas re-
quired to be examined outby a working
section, the certified person shall cer-
tify by initials, date, and the time at
enough locations to show that the en-
tire area has been examined.

§75.362 On-shift examination.

(a) (1) At least once during each shift,
or more often if necessary for safety, a
certified person designated by the oper-
ator shall conduct an on-shift examina-
tion of each section where anyone is
assigned to work during the shift and
any area where mechanized mining
equipment is being installed or re-
moved during the shift. The certified
person shall check for hazardous condi-
tions, test for methane and oxygen de-
ficiency, and determine if the air is
moving in its proper direction.

(2) A person designated by the oper-
ator shall conduct an examination to
assure compliance with the respirable
dust control parameters specified in
the mine ventilation plan. In those in-
stances when a shift change is accom-
plished without an interruption in pro-
duction on a section, the examination
shall be made anytime within 1 hour of
the shift change. In those instances
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